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Four Winds Interactive System Specifications
For Content Manager and Content Player PCs (4.0.2.980 or newer) 

Component  Required  Recommended 

Processor  Any Pentium Class Processor (P4 
and up) 

Core 2 Duo 2.4GHz or higher 

Memory  2.0 GB for Vista & Windows 7  4 GB preferred 

Hard Drive  64GB @ 5400rpm or SSD  80GB or larger @ 7200 rpm or SSD 

Graphics ‐ without HD  Any Integrated Graphics  ATI 2400 XT or better 

Graphics ‐ with HD  ATI HD 3850/3870  ATI HD 3850/3870 or Nvidia 9800 or 
up 

Operating Systems  Windows Vista (32bit) 

Windows 7 (32 & 64bit) 

Windows 7    64bit  Recommended 

It is recommended that Content 
Player and Content Manager 
operating systems are the same. 

Mac Option ‐ Mac Mini 
(Player only) 

Mac OS/X – native 

Emulated PC ‐ (ex. Bootcamp) 

MS OS loaded on Mac Hardware 

Mac OS/X – native (Not all FWi 
functionality is supported) 

Emulated PC ‐ (ex. Bootcamp) 

MS OS loaded on Mac Hardware 

Optional Equipment 

TV Tuner Internal/External  **MTVHBVMXR ATSC HDTV 
receiver / analog TV / radio tuner / 
video input adapter ‐ Hi‐Speed 
USB ‐ NTSC 

Multi‐Cast IPTV Streaming / Local 
tuning limited to preset channel 
selection on IPTV tuners with 
interactive screens. Channels can be 
changed remotely via a GUI.  

* Please note that only EVGA tuners support Closed Captioning

** Please note that High Definition TV is not currently supported on TV Tuners only on IPTV. 


